Please check the following two options for the spring Zig-zag production line.





















Option 1:(you just need order two machine)
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SH96-1 Zig-zag spring forming machine
 spring produced by the Zig-zag spring forming machine
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        S-shape spring produced by the EJH spring machine

EJH Automatic S-shape













spring winding machine














Intruduction for the above two machine:










first :SH96-1 Zig-zag spring forming machine is kind of Zig-zag spring forming machinetechnical data at a glance: 













Appliable for steel wire:∮2.5-4mm











Spring pitch:25-51mm













Spring width:40-80mm













Productivity:100 apices/min













Working character: continually













Motor power:3kw













Self-weight of the set:950kg













next step 1:EJH Automatic S-shape spring winding machine is one of the supplementary equipment of SH96-1 spring forming machine, the zig-zag springs (snake-shaped springs)are coiled to disk-shaped ones by the coiling machine, which facilitates the use, storage and transportation of next stop.












technical data :













Skein diameter of the zig-zag spring:400mm











Skein width of the zig-zag spring:about 5KG











Coiling speed:2.6-12.5m/min













Appropriate width of the zig-zag spring:45-70mm









Power of the motor:0.37KW













Option 2（please check the following three machine ）:
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SH96-1 Zig-zag spring forming machine
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step 1
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EQD Automatic S-Shape spring cutting machine






                       Spring treated by EQD-II machine
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Step 2
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EQW S-shape curving machine 
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finished spring produced by S-shape curving machi














first:Zig-zag spring forming machine is kind of Zig-zag spring forming machine


step 1:
Model EQD-I is mainly used to cut off a certain length of the zig-zag springs exported from the spring forming machine according to users' requirement, Model EQD-II can cut zig-zag spring from the S-shaped spring forming machine and bend the spring end at one time, the length of the zig-zag spring cut by the machine is determined by the mechanical method
.














Technical data :













Model



         EQD-I
                  EQD-II




Cutting length at one time
   400-800mm
                 any length



Proper width of zig-zag springs
45-70mm
             one to one in 45-70mm



Wire diameter of the springs

3-4mm
                   3-4mm



Spring feed speed



1.8-18m/min
              1.8-18m/min


Nominal pressure



 64KN
                    100KN



Main motor power



  0.75kw                  
1.1kw



Power of spring feed motor

0.18kw
                    0.18kw


step 2:
the machine is one of the suppplementary equipment of SH96-1 spring forming machine, it is mainly used for radian bending of zig-zag spring with the certain range, and within the limits of bending radius, it can be adjusted arbitrarily.






Technical data
:












Model


                  EQW-I                     
EQW-II

available bending quantity

       2pcs
                         1pcs

available width of the zig-zag spring
40-80mm
                        45-75mm
Bending speed


           15m/min
                       15m/min
Curvature radius of zig-zag spring

R160-R800mm
             R100-R800mm
Power of the motor


         0.55kw
                        0.75kw
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