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Standard Length: 305m per Box

Application: this 2-pair Category 3 cable .Application
can include ‘POTS | T1 and T1 Fractional ISDN basic
and primary Rate 418 Mbps Token ring

10 Base -t (IEEE 802 3) 100Base-T4{ fast Ethermnet )

Cable Data

« Conductor Solid bare copper

= AWG 24

= Canductor Dia (mm) 081

= Insulation FE

»  Aversge thickness [~ 0.03mm) 0.18

» Min point thickness : 0.15

= |nsulation Dia { £0.03mm) 0.e1

= Twisting lay length (mm) B0 undermeath

= Cabling lay length [mm) 500 undermesath

®  Jacket PVC

» Average thickness 08

= Min point thickness 070

* Quter Dia { = 1.0mm) 12.5

* Ripcord YES

» Core eolor
Fair 1: Blue -whita /blue
Pair 2: Orange -white lorange
Pair 3: Green -white forange
Pair 4; Brown -white/brown

Electrical Farfnm'lanm (At 10MHz)

R O N T P . i koA L gm

1.0-16.0 MHz impedance { ohms) 16 - 15

Pair to Ground Capacitance I.anehme (PFMO0m) 330Max

L

MINI LAN SOHO TELECOMMUNCATION FIBER OPTIC
INDEX ‘ TOOLS 8 TESTERS ‘ SOLUTION PRODUCTS ‘ SERIES ‘mmam ‘ SOLUTION PRODUCTS H

» conductor DC resistance 20%(ohms/km] =838

» Resistance Unbalance (%) 5

» Test object Jacket

= Test Material PVC

= Before Tensile strengih (Mpa ) =138

= Aging Elongation (%) =100

& Aging condition { C xhrs) 100 =240

= After Tensile strangth (Mpa) = B5% of unaged
= Aging Elongation (%) =50% of nagad
= Cold bend (-20+ 2 =4 hrs) Mo crock

The end to end nenvurk c:ab!mg solution
A brief introduction
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CABLE CLA01-UC3 CLA02-UC3 CLAZS-UC3 CLAS50-UC3 CLA100-UC3

uTP
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1-pair Cat 3 Cross section

2-pair Cat 3 Cross section
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Multi pairs Cross section

53Ne3s
NOLLYONNMIMOOITAL

Frequancy SAL Attenuation NEXT

Hz dB dB100m dB
0.772 120 22 430
10 120 26 410
40 120 56 320
8.0 120 B5 28.0
100 120 97 26.0
160 100 131 230

Order Information
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Part number Description Carton Carton measurement Carton weight
CLADT-UC3 Catt 3 UTP 1-pair soid cabie - BOSRACT DO} L23am > W23am » H 10am A.2KMG
CLACZ-UCA Cal 3 UTP 2-pair soid cable S0SM10001) L 26cm = Wialom = H 30am EBRG
CLAZEUCa Cat 3 UTF 25-pair soiid catie SOSAA1D00M) BIKG
CLASC-UC Cet 3 UTP 50-par solid cable S0SM 10008 126G
CLATO0UCE Cat 3 TP 100-pai s0id cabie S06M(1000%) 2520
=
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