CAT 6 24-PORT PATCH PANEL

PATCH PANELS PNG24-SC6

Products Description

The shielded patch panels are loaded with shielded
keystone jacks , which are housed in a closure full
shielding metal enclosure designed to mest highest in-
dustry requirement. & shielded version is also available
to maximum protection from EMI/RFI intarfarence. By
utifizing fully shielded jacks and connecting hardware,

you can reduce the effects of interferenca on the net-
work data transmissions

Features and benefits

Design o mownt to any standard 197 rack or cabinet

24 -port Cat 6 shielded Patch panel

* Spaca saving, high-density 1U

Black Electrostatic Powder-Coated Steel phosphor
bronze with tin plating over nickal . Maat or excead the
requirement of ANSHTIAEIA 5686 2

Lise keystone jacks and keystone insens o configure
your panel to accommodate a variety of schameas

= Sturdy Aluminum Plate around BJ 45 Jacks

“ Phosphor bronze with 6-50 micro inches gold plated
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» Color Coded TIAELS 568A (international) and 5688 Mounting Jacks
§ (ATAT Standard) Wiring For Easy Installation
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Bedd port rumbenng enables quick
ard ready ientifization of outlets .

Blank ancdzed panels can ba mountad directly to an EIA standard 19 inch rack or cabirset

Faature unhaareal wiring for both T 5580 and T 5588 and voics appication .

The bracket of Cat 6 paich panel. Paosition the shielded keystone jack for Insert the jack into the mounting loca-
instaliation fion property,

PNGERASCH Cat & 2d-port naich nansl PG 10PCS LEZEomx W31 3cm x HZ34om 10EKEG
The end to end nefwork cabling solution -
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Metwork Cabling Systems
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