Specifications of Aluminum expanded metal
	Aluminum Expanded Metal 


	Standard (Raised) Aluminum Expanded Metal 

	Style 
	Lbs.
Per
100
sq. ft 
	Design Sizes (Inches) 
	Opening Size (Inches) 
	Approx. Strand Size (Inches) 
	Overall Thickness (Inches) 
	Approx. No.
Diamonds
Per Ft. 
	Open Area % 

	  
	 
	SWD 
	LWD 
	SWO 
	WO 
	Thickness 
	Width 
	  
	SWD 
	LWD 
	  

	1/2" x .051
1/2" x .081 
	27
44
	..50
.50
	1.20
1.20
	.375
.375
	.937
.937
	.051
.081
	.093
.096
	.158
.186
	24
24
	10
10
	65
60

	3/4" x .051
3/4" x .081L
3/4" x .081H
3/4" x .125 
	17
32
41
65
	.923
.923
.923
.923
	2.00
2.00
2.00
2.00
	.812
.750
.750
.687
	1.75
1.68
1.68
1.68
	.051
.081
.081
.125
	.109
.129
.165
.169
	.200
.220
.300
.305
	13
13
13
13
	6
6
6
6
	78
76
69
68

	1-1/2" x .081
1-1/2" x .125 
	22
43
	1.33
1.33
	3.00
3.00
	1.187
1.187
	2.50
2.50
	.081
.125
	.128
.162
	.240
.300
	9
9
	4
4
	85
79


	Flattened Aluminum Expanded Metal 

	Style 
	Lbs. Per 100 sq. ft 
	Design Sizes (Inches) 
	Opening Size (Inches) 
	Approx. Strand Size (Inches) 
	Overall Thickness (Inches) 
	Approx. No. Diamonds Per Ft. 
	Open Area % 

	  
	 
	SWD 
	LWD 
	SWO 
	WO 
	Thickness 
	Width 
	  
	SWD 
	LWD 
	  

	1/2" x .051F 1/2" x .081F 
	26
42
	50
.50
	1.27
1.27
	.312
.312
	1.00
1.00
	.040
.060
	.104
.105
	.040
.060
	24
24
	9.5
9.5
	61
58

	3/4" x .051F
3/4" x .081LF
3/4" x .081HF
3/4" x .125F 
	16
30
39
62
	.92
.92
.92
.92
	2.125
2.125
2.125
2.125
	.75
.687
.687
.625
	1.812
1.75
1.75
1.75
	.040
.070
.070
.095
	.122
.143
.181
.187
	.040
.070
.070
.095
	13
13
13
13
	6
6
6
6
	72
70
63
62

	1-1/2" x .081F
1-1/2" x .125F 
	21
41
	1.33
1.33
	3.15
3.15
	1.06
1.00
	2.75
2.75
	.060
.080
	.143
.181
	.060
.080
	9
9
	4
4
	77
70


