
Electric Bike Batteries 
LiFePO4 and LiMn2O4 battery has the characteristics of safety, high energy density, stable discharge 

platform, long life and RoHS compliance etc. It is widely used in E-bikes, E-motorcycles, EVs, tourist 

cars, golf carts, mower, fork-lifts, beach cars, E-boats, and scooters etc. Custom design and 

manufacture is available. 
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RFE-8F10 LiFePO4 24V 10Ah ≤80 ≥1200 29.2V 16V 20A 3.0Kg 87*87*390mm 

RFE-8F8 LiFePO4 24V 8Ah ≤80 ≥1200 29.2V 16V 20A 4.3kg 87*87*390mm 

RFE-12F10 LiFePO4 36V 10Ah ≤100 ≥1200 43.8V 24V 20A 4.3kg 77*110*395mm 

RFE-7M10 LiMn2O4 24V 10Ah ≤80 ≥500 29.4V 19.6V 20A 2.8kg 87*87*390mm 

RFE-7M8 
LiMn2O4 

battery 
24V 8Ah ≤80 ≥500 29.4V 19.6V 16A 2.6kg 86*86*390mm 

RFE-10M10
LiMn2O4 

battery 
36V 10Ah ≤100 ≥500 42V 28V 20A 4.0kg 77*110*395mm 

 


