
WALKWALKWALKWALK THROUGHTHROUGHTHROUGHTHROUGHMETALMETALMETALMETALDETECTORDETECTORDETECTORDETECTOR
MODEL:XYT2101LCDMODEL:XYT2101LCDMODEL:XYT2101LCDMODEL:XYT2101LCD (((( 6-186-186-186-18 zones)zones)zones)zones)

TechnicalTechnicalTechnicalTechnical parameterparameterparameterparameter
Electric current: AC85V~264V/50-60HZ
Power: <20W, low consume, low radiation
Gross weight: 70KG
Workplace environment: -20℃~+50℃
Standard: GB15210-2003, CE
Standard External size: 2225mm(H)X860mm(W)X560mm(D)
Standard Internal size: 2055mm(H)X700mm(W)X500mm(D)
CharacteristicCharacteristicCharacteristicCharacteristic &&&& FunctionFunctionFunctionFunction
� 5.75.75.75.7 inchinchinchinch LCDLCDLCDLCD screenscreenscreenscreen withwithwithwith InfraredInfraredInfraredInfrared remoterremoterremoterremoter controllercontrollercontrollercontroller
� AdoptAdoptAdoptAdopt advancedadvancedadvancedadvanced digitaldigitaldigitaldigital signalsignalsignalsignal processingprocessingprocessingprocessing controlcontrolcontrolcontrol replacedreplacedreplacedreplaced traditionaltraditionaltraditionaltraditional analoganaloganaloganalog signalsignalsignalsignal control,control,control,control,

betterbetterbetterbetter stability.stability.stability.stability.
� FriendlyFriendlyFriendlyFriendly windowswindowswindowswindows interface,interface,interface,interface, both Chinese and English program, easy to operate.
� ProgramProgramProgramProgram Self-diagnosticSelf-diagnosticSelf-diagnosticSelf-diagnostic whenwhenwhenwhen powerpowerpowerpower on,on,on,on, automatically checking left and right door panel, LED

light and choose the best working frequency.
� AutomaticallyAutomaticallyAutomaticallyAutomatically countcountcountcount passengerspassengerspassengerspassengers andandandand alarmalarmalarmalarm times,times,times,times, keep alarm records for inquiry (up to 20000

records)
� DetectingDetectingDetectingDetecting Zones:Zones:Zones:Zones: 6 detecting loops, can extend to 12,18zones by separate left, right, ,middle side

detection to pinpoint detection（As follow picture）
� SensitivitySensitivitySensitivitySensitivity adjustable:adjustable:adjustable:adjustable: Each zone has 255 degree sensitivity level, three patterns: High, middle,

Low for different requirements. Preset the metal size, weight, volume, location to exclude the coin,
key, belt..

� SoundSoundSoundSoundAlarm:Alarm:Alarm:Alarm: 1-25s alarm time, 255 different sound volume and 12 tones for choose
� LEDLEDLEDLED lightlightlightlight alarm:alarm:alarm:alarm: LED bar graph on left and right door frame, visible alarm simultaneously to

ascertain the layout of metal articles
� LockLockLockLock andandandand PasswordPasswordPasswordPassword protection,protection,protection,protection, only the authorized person can operate.
� Anti-Anti-Anti-Anti-interferenceinterferenceinterferenceinterference functionfunctionfunctionfunction, using advanced interactive transmitting and receiving to avoid

interference, frequency range from 4K-8K to avoid frequency interference
� 6666 presetpresetpresetpreset programsprogramsprogramsprograms forforforfor securitysecuritysecuritysecurity applicationapplicationapplicationapplication versatilityversatilityversatilityversatility
� 4444 hourshourshourshours BatteryBatteryBatteryBattery backupbackupbackupbackup ,,,, the uninterruptible power protection system secure the parameters when

power off.
� PVCPVCPVCPVC materialmaterialmaterialmaterial andandandand ControlControlControlControl unitunitunitunit onononon thethethethe toptoptoptop, waterproof, moisture-proof and cooler.
� IntegratedIntegratedIntegratedIntegrated andandandand mmmmodularizedodularizedodularizedodularized circuitcircuitcircuitcircuit designdesigndesigndesign leadleadleadlead totototo simplesimplesimplesimple installationinstallationinstallationinstallation andandandand moremoremoremore convenientconvenientconvenientconvenient

afterafterafterafter services.services.services.services.
���� AdjustableAdjustableAdjustableAdjustable PassingPassingPassingPassing speed:speed:speed:speed: up to 100 persons/min
� BackgroundBackgroundBackgroundBackground light:light:light:light: 0-99 seconds for choose
� CalendarCalendarCalendarCalendar function:function:function:function: real time display year, month, date, hour, minute, second
� Harmless to heart peacemaker, pregnant women, magnetic floppy, recording tapes, etc.
� NetworkNetworkNetworkNetwork support:support:support:support: (For(For(For(For Option)Option)Option)Option)

1.No distance limits with RJ-45 network interface, improved short-distance interconnection of
RS232 defects



2. configuration a special PC-software, which enables remote parameter setting / inquiry functions,
comprehensive control of security doors working condition

ApplicationApplicationApplicationApplication
Walk through metal detector XYT2101LCD is popular used in Airport, banks, Embassies, Jail,
Entertainment places, Gymnasiums, Exhibition Center ..etc


