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Parameter
Chisel 

diameter Weight Length Required 
Oil Flow

Hose 
Diameter

Chisel 
length

Applicable 
Excavator

mm Kg mm L/min ln mm Ton

BLT-20 Φ53 152 1342 25-50 0.5 580  2.5-4.5

BLT-30 Φ70 295 1600 40-70 0.5 700 4~7

BLT-40 Φ75 375 1859 50-90 0.5 712 6~9

BLT-50 Φ85 571 2101 60-100 0.75 800 7~14

BLT-60 Φ100 861 2326 80-110 0.75 950 11~16

BLT-80 Φ135 1500 2691 100-150 1 1200    16-21

BLT-81 Φ140 1766 2826 120-180 1 1300  18-26

BLT-150 Φ150 2071 3052 150-210 1 1400  25-30

BLT-155 Φ155 2833 3393 200-260 1.25 1450  30-45

BLT-175 Φ175 3991 3709 210-290 1.25 1500   40-55
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1)Brand Name:Beilite
2) 3 bracket types of hydraulic breaker:top-open type,side type,box-silenced type.
3)Each hydraulic breaker within: 2 Chisels, 1 Tool Box, 1 N2 Gas Kit, 2 Oil Hose
4)Delivery time: within 1~2weeks after order confirmation and payment.
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