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HP-241HP-241HP-241HP-241KKKK HotHotHotHot RibbonRibbonRibbonRibbon CoderCoderCoderCoder

HP-241K hot ribbon coder is compatible with intermittent vertical packing
machines and sealing machines such as filling machines and milk packing
machines and food packing machines to printing date code and batch
number etc.

It is characterized by compact size, convenient installation, simple operation
and easy maintenance.

Features:Features:Features:Features:
● Hot stamp used; legible characters.
● Special character exchange structure makes the type easier to replace.
● It is suitable for most of packing materials including plastic, leather,cloth
and paper etc.



FAPREFAPREFAPREFAPRE HP-241KHP-241KHP-241KHP-241K HOTHOTHOTHOT RIBBONRIBBONRIBBONRIBBON CODERCODERCODERCODER
MODELMODELMODELMODEL HP-241KHP-241KHP-241KHP-241K

DRIVERDRIVERDRIVERDRIVER ElectricElectricElectricElectric

POWERPOWERPOWERPOWER SUPPLYSUPPLYSUPPLYSUPPLY 220V/50Hz/200W220V/50Hz/200W220V/50Hz/200W220V/50Hz/200W

PRINTPRINTPRINTPRINT SPEEDSPEEDSPEEDSPEED 80-15080-15080-15080-150 Times/minTimes/minTimes/minTimes/min

PRINTPRINTPRINTPRINT AREAAREAAREAAREA
SingleSingleSingleSingle Line:4mmLine:4mmLine:4mmLine:4mm××××35mm,about35mm,about35mm,about35mm,about 15151515 characterscharacterscharacterscharacters
DoubleDoubleDoubleDouble Lines:Lines:Lines:Lines: 8mm8mm8mm8mm××××35mm35mm35mm35mm，aboutaboutaboutabout 30303030 characters.characters.characters.characters.

HotHotHotHot RibbonRibbonRibbonRibbon MaximumMaximumMaximumMaximumWidthWidthWidthWidth 35mm35mm35mm35mm

CONSUMABLECONSUMABLECONSUMABLECONSUMABLE HotHotHotHot CodingCodingCodingCoding RibbonRibbonRibbonRibbon

WEIGHTWEIGHTWEIGHTWEIGHT 5KG5KG5KG5KG

DIMENSIONDIMENSIONDIMENSIONDIMENSION (L(L(L(L××××WWWW××××H)H)H)H) 235mm235mm235mm235mm××××175mm175mm175mm175mm××××195mm195mm195mm195mm

TheTheTheThe aboveaboveaboveabove technicaltechnicaltechnicaltechnical parametersparametersparametersparameters willwillwillwill bebebebe updatedupdatedupdatedupdated withoutwithoutwithoutwithout notice.notice.notice.notice.
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