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2.5kn, 5kn, 10kn lightweight micro-miniature screw 
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Small screw jack lifting system by multiple units micro-miniature screw jacks with multi-units mini bevel 

gear boxes are applications in beverage can, bottle, case and pallet conveyor systems for height 

adjustment and elevation washing tanks or spray infeed sweeps. 

 

Below micro-miniature screw jacks for aluminium can production lines in UK 

1. JTC2.5-IS-100-H-II-C-PP, lightweight 2.5kn lifting force, inverted type, tranveling screw configuration, 

100mm lift height, high worm gear ratio 4:1, clevis end fitting, double input shaft worm, protective tube for 

anti-rust. 

2. JTC5-IS-100-H-II-C-PP, lightweight 5kn lifting force, inverted type, tranveling screw configuration, 

100mm lift height, high worm gear ratio 4:1, clevis end fitting, double input shaft worm, protective tube for 

anti-rust. 

3. JT-0.5T-IS-100-H-II-C-PP, lightweight 0.5ton lifting force, inverted type, tranveling screw configuration, 

100mm lift height, high worm gear ratio 5:1, clevis end fitting, double input shaft worm, protective tube for 

anti-rust. 

4. JTC10-IS-100-H-II-C-PP, lightweight 10kn lifting force, inverted type, tranveling screw configuration, 

100mm lift height, high worm gear ratio 4:1, clevis end fitting, double input shaft worm, protective tube for 

anti-rust. 

3. JT-1T-IS-100-H-II-C-PP, lightweight 1ton lifting force, inverted type, tranveling screw configuration, 

100mm lift height, high worm gear ratio 5:1, clevis end fitting, double input shaft worm, protective tube for 

anti-rust. 
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Other Products Includes: JT Acme Screw Jack, JTC Cubic Screw Jack, JTW Worm Screw Jack, JTM Machine Screw 

Jack, JTB Ball Screw Jack, JTS Bevel Gear Jack, JT Series T Type Spiral Bevel Gear Boxes, JTP Series Cubic Spiral Bevel 

Gear Boxes, JTV Series Cubic Spiral Bevel Gear Boxes, JTA Series Lightweight Aluminum Spiral Bevel Gear Boxes, Multiple 

Screw Jack System Arrangements, Cast Iron Hand Wheel, Aluminum Hand Crank, Flexible Jaw Coupling, Electric Motor, 

Worm Gear Speed Reducer, Geared Motor, Digital Position Indicator, Pillow Block Bearing, Ball Joint Rod End Bearing, 

Bellows Boot, Linking Bar, Limit Switches, Swivel Mounting Plate, Pivoting Mounting Base, Planetary Speed Reducer, 

Hydraulic Cylinder Rod End Bearing, Frequency Inverter, 24V DC Motor, 12V DC Motor, 36V DC Motor, 48V DC Motor, 24V 

DC Motor Gear Reducer, 12V DC Motor Gear Reduction, 36V DC Gear Motor, 48V DC Gear Reduction Motor etc. 

 

 

 


