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Woodfree paper / Offset paper / Uncoated paper

Types: roll & sheet Ration: 60/70/80/90/100/120gsm

Physical Test Unit Tolerance 60 65 68 70 78 80 90 100 120 TEST METHOD
Grammage ±3% 60 65 68 70 78 80 90 110 120 GB/T 451.2
Thickness μm ±4% 74 78 82 85 92 95 106 116 140 GB/T 451.3

Smoothness
WS

s Minimum
35 35 35 35 35 30 30 30 30

GB/T 456
FS 35 35 35 35 35 30 30 30 30

Brightness %ISO ±1 101.5 101.5 101.5 101.5 101.5 101.5 101.5 101.5 101.5 GB/T 7979
Opacity % ±3 87 88 90 92 93 94 95 97 98 GB/T 1543

Breaking
Length

MD
km

Minimum 5.5 5.5 5.5 5.5 4.5 4.5 4.0 4.0 4.0
GB/T 12914

CD Minimum 2.0 2.0 2.0 2.0 1.5 1.5 1.5 1.5 1.5
Moisture % ±1 5.5 5.5 5.5 5.5 5.5 5.5 5.5 5.5 5.5 GB/T 462

Wax Picking A ±2 16 16 16 16 16 16 16 16 16 GB/T 459
Water Absorption ±10 35 35 35 35 35 35 35 40 40 GB/T 1540

Notes: Roll paper within 482mm (including 482mm): Size error less than +2mm, -0mm;
Roll paper above 482mm: Roll deviation +2 mm, -1mm;
Flat size deviation: Less than +2 mm,-1mm; skewness: Less than ± 2mm;

http://www.ov-paper.com


Size:
In Sheet:787*1092mm,570*820mm,700*1000mm
In Rolls:Width 340mm,410mm,810mm,820mm,860mm,960mm
Also can be customers requested.

Features:
1.100% virgin wood pulp.
2.Utilizing the latest processes and quality control techniques, the quality of paper is guaranteed.
3.High whiteness makes for a comfortable visual experience.
4.Favorable dimensional stability,accurate chromatography and visual pattern.
5.Excellent performance of shading and opacity during printing assures favorable color reduction for printing.
6.Smooth paper surface makes the screen dot post press very veritable,with comfortable texture.
7.Excellent paper formation and folding strength.
8.Excellent surface strength makes paper suitable for high speed offset printing.

Applications:
Used for high speed sheet paper offset printing and business cycle printing,mainly for offset printing books,magazines,notebooks,color pictures,show bills,front
covers of books, inserts, trademarks,publicity products,etc.

Packaging:
1. Standard export packaging:In rolls or in sheets,wrapped with kraft paper and PE film in roll or bulk sheet,on wood pallets.
2. Ream packaging:200-500 sheets per ream with kraft paper,16-34 reams on wood pallet,PE film wrapped.
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