KHX RX71Precison wirewound resitors

@ Features

I Excellent properties of insulation and
humidity-proot

I Excellent stability and reliability

[MHigh precision and low TCR

[VAluminium houesed

@ Dimensions
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Power(W) Dimensions(mm)
TPe 1 70C [T205 [D203 | 125 [d20.05
RX71 | 0.25W 12 5.5 25 0.8
RX71 0.5W 15 7.5 25 0.8
RX71 1w 23 10 25 0.8
@ Reference Standards
GB/T5279-2003. GB5734-85
@ Ordering Information
Example:
RX71 1B 10R00 F C3
(1) (2) 3) 4) (5)
Series Name Power Resistance Resistance TCR
Tolerance

(1)Series Name:RX71
(2)Power:25=0.25W,50=0.5W,1B=1W
(3)Resistance:0R100=0.1Q,0R220=0.22€2,10R00=10L2,1M000=1M£2
(4)Resistance Tolerance: W(%0.05%),B(40.1%),C(£0.25%),D(+0.5%),F(+1.0%)
(5)TCR: C5=%+15%PPM/C,C4=+20%PPM/C,C3=%+25%PPM/C
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KHX RX71Precison wirewound resitors
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@ Applications And Ratings
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Rated Power| Limiting | . | Resistance TCR
Type | 00y ‘;lgf?;;; voltage | Range(®) Tolerance | (ppy/c)
RX71 0.25W 250V 280V 1R~100K W(£0.05%)
B(+0.1%) | C3(£15)
RX71 | 0.5W | 350V | 500V | 1R~300K | C(x025%) |,y
D(+0.5%) -
RX71 1W 500V 700V 1IR~1M F(£1.0%) C3(+25)
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