
force of 380 kgf for each pole.
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205
206
208
209
210
 
303
305
306
308
309
310

55
75
90
110
125
 
50
75
95
120
140
165

18
24
30
36
42
 
16
24
32
40
48
58

EPM50H                                   C=68mm

Model A(mm ) B(mm ) Number of poles Weight(kg)

403
405
406
408
409
410
503
505
506
508
509
510
603
605
606
608
609
610

230
230
230
230
230
 
300
300
300
300
300
300
410
410
410
410
410
410
490
490
490
490
490
490
600
600
600
600
600
600

470
620
770
920
1060
 
320
470
620
770
920
1060
320
470
620
770
920
1060
320
470
620
770
920
1060
320
470
620
770
920
1060

24
36
48
60
72
84
28
42
56
70
84
98
36
54
72
90
108
126

70
100
130
160
195
220
80
120
155
195
230
265
100
145
190
235
280
325

Description 

Fine poles for smaller, thinner parts.fine 
pole version with a high polar density 
comprising size 50x50mm poles with a 

Best suited for workpieces at least 250x 
250mm and 10mm thick, Also with limited 
thicknesses and normal operating air gaps.
Fail-safe electro-permanent magnetic circuit 
pallet compatible.
Complete series of top tooling options for 
locating workpieces.

Specifications

Other size on request .
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