
Parts of machine Mainly Body   

Seals  Hallite (England )Original   

Cylinder    China   

Motor    China   

Pump    China   

Steel    Bao Steel   

Hydraulic Part  Japan brand in China 

Electrical components  DELIXI (Germany brand in China) 

Tubing /pipe    China   

Specifications : 

1.This machine uses the equipment of two‐cylinder balance compression and   

Special hydraulic system which make the power more stable. 

2. The high load structure, automatic turn bag set, makes it safe and reliable.   

3. The way to open the door in the right angle make it pack be cross. 

4. The machine is suitable for the compression and packing of rigid plastics, 

Computer outer covering and related materials. 

 

Model  NK080T80  NK080T100  NK080T120 

Hydraulic power  80Ton    100Ton  120Ton 

Packaging size（L*W*H） 1000*800*500‐1000mm 1000*800*500‐1000mm  1000*800*500‐1000 mm

Feed opening size（L*H） 1000*500mm  1000*500mm  1000*500mm 

Chamber Size（L*W*H）  1000*800*1500  1000*800*1500  1000*800*1500 

Capability    3‐6/hour  3‐6/hour  3‐6/hour 

Bale weight    150‐250Kg  200‐350Kg  350‐500Kg 

Voltage  380V/50HZ  380V/50HZ  380V/50HZ 

Power  11KW/15HP  15KW/20HP  15KW/20HP 

Machine size（L*W*H）  1700*1200*3300mm  1700*1400*3300mm  1700*1400*3350mm 

Weight  2800Kg  3200Kg  3400Kg 
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