
PRODUCTS

Picture
International

Type
Mode

Maximum
Insulation
Inches(mm)

PIC-unfilled and
PIC-filled
AWG(mm)

UY 0.060”(1.52) 21-26(0.7-0.4)

UY2 0.082”(2.08) 19-26(0.9-0.4)

UR 0.066”(1.67) 19-26(0.9-0.4)

UR2 0.082”(2.08) 19-26(0.9-0.4)

UB 0.050”(1.27) 21-26(0.7-0.4)

UB2A 0.082”(2.08) 19-26(0.9-0.4)

UG 0.066”(1.67) 19-26(0.9-0.4)

U1R 0.125”(3.18) 19-24(0.9-0.5)

IDC BUTT CONNECTOR
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Picture
International

Type
Mode

Maximum
Insulation
Inches(mm)

PIC-unfilled and
PIC-filled
AWG(mm)

U1B 0.125”(3.18) 16-19(1.3-0.9)

0.091”(2.30) 19-24(0.9-0.5)

101I 0.055”(1.4) 21-26(0.7-0.4)

101E 0.055”(1.4) 21-26(0.7-0.4)

101SG 0.055”(1.4) 21-26(0.7-0.4)

UDW2 0.173”(4.4) 16-19(1.3-0.9)

0.173”(4.4) 19-24(0.9-0.5)

0.173”(4.4) 16-19(1.3-0.9)
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Butt Connector
A sealed moisture-resistant two-wire connector for solid copper
0.7-0.4 mm (21-26AWG) cable. 1.52mm(0.06”) Maximum
Insulation O.D.

Packing: 100pcs/bag, 2000pcs/box, 20000pcs/cs.
Size: 45*28.5*22cm
G.W.: 10.0kg(22.0 lbs.)/cs.

Butt Connector
A sealed moisture-resistant two-wire connector for solid copper
0.9-0.4 mm (19-26AWG) cable.2.08mm(0.082”) Maximum
Insulation O.D.

Packing: 100pcs/bag, 1000pcs/box, 10000pcs/cs.
Size: 41*28.5*22cm
G.W.: 7.8kg(17.2 lbs.)/cs.

Butt Connector
A sealed moisture-resistant two- or three-wire connector for solid
copper 0.9-0.4 mm (19-26AWG) air core or 0.65-0.4mm
(22-26AWG) filled cable. 1.67mm(0.066”) Maximum Insulation
O.D.

Packing: 100pcs/bag, 1000pcs/box, 10000pcs/cs.
Size: 45*28.5*22cm
G.W.: 12.5kg(27.6 lbs.)/cs.

Butt Connector
A sealed moisture-resistant two-or three-wire connector for solid
copper 0.9-0.4 mm (19-26AWG) air core or 0.65-0.4mm
(22-26AWG) filled cable. 2.08mm(0.082”) Maximum Insulation
O.D.

Packing: 100pcs/bag, 1000pcs/box, 10000pcs/cs.
Size: 45*28.5*22cm
G.W.: 11.6kg(25.6 lbs.)/cs.



Bridging Connector
A sealed moisture-resistant two-wire connector with pre-crimp
feature for solid copper 0.7-0.4 mm (21-26AWG) air core filled
cable. 1.27mm(0.050”) Maximum Insulation O.D.

Packing: 100pcs/bag, 1000pcs/box, 10000pcs/cs.
Size: 41*28.5*22cm
G.W.: 6.7kg(14.8 lbs.)/cs.

Bridging Connector
A sealed moisture-resistant two-wire connector with pre-crimp
feature for solid copper 0.9-0.4 mm (19-26AWG) air core filled
cable. 2.08mm(0.082”) Maximum Insulation O.D.

Packing: 100pcs/bag, 1000pcs/box, 10000pcs/cs.
Size: 45*28.5*22cm
G.W.: 7.5kg(16.5 lbs.)/cs.

Bridging Connector
A sealed moisture-resistant two- wire connector with pre-crimp
feature for solid copper 0.9-0.4 mm (19-26AWG) air core filled
cable. 1.67mm(0.066”) Maximum Insulation O.D.

Packing: 100pcs/bag, 1000pcs/box, 10000pcs/cs.
Size: 41*28.5*22cm
G.W.: 10.6kg(23.4 lbs.)/cs.

Inline Connector
A sealed moisture-resistant four wire(1 full pair) inline drop-wire
connector for solid copper 0.9-0.5 mm (19-24AWG) cable.
3.18mm (0.125”) Maximum Insulation O.D.

Packing: 10pcs/bag, 100pcs/box, 1000pcs/cs.
Size: 41*28.5*22cm
G.W.: 7.5kg(16.5 lbs.)/cs.



Inline Connector
A sealed moisture-resistant four wire(1 full pair) inline drop-wire
connector for solid copper 1.3-0.9 mm (16-19AWG) cable.
3.18mm (0.125”) Maximum Insulation O.D.

Packing: 10pcs/bag, 100pcs/box, 1000pcs/cs.
Size: 41*28.5*22cm
G.W.: 7.5kg(16.5 lbs.)/cs.

Inline Connector
A sealed moisture-resistant four wire(1 full pair) inline drop-wire
connector for solid copper 0.9-0.5 mm (19-24AWG) cable.
2.30mm (0.091”) Maximum Insulation O.D.

Packing: 10pcs/bag, 100pcs/box, 1000pcs/cs.
Size: 41*28.5*22cm
G.W.: 7.0kg(15.4 lbs.)/cs.

Butt Connector
A dry four wire(1 full pair) connector for solid copper 0.7-0.4
mm (21-26AWG) cable. 1.4mm (0.055”) Maximum Insulation
O.D.

Packing: 50pcs/bag, 500pcs/box, 5000pcs/cs.
Size: 41*28.5*22cm
G.W.: 5.8kg(12.8 lbs.)/cs.

Butt Connector
A sealed moisture-resistant four wire(1 full pair) connector for
solid copper 0.7-0.4 mm (21-26AWG) cable. 1.4mm (0.055”)
Maximum Insulation O.D.

Packing: 50pcs/bag, 500pcs/box, 5000pcs/cs.
Size: 41*28.5*22cm
G.W.: 6.9kg(15.2 lbs.)/cs.



Bridging Connector
A sealed moisture-resistant four wire(1 full pair) connector with
pre-crimp feature for solid copper 0.7-0.4 mm (21-26AWG)
cable. 1.4mm (0.055”) Maximum Insulation O.D.

Packing: 50pcs/bag, 500pcs/box, 5000pcs/cs.
Size: 41*28.5*22cm
G.W.: 6.8kg(15.0 lbs.)/cs.

Inline Connector
A sealed moisture-resistant four wire (1 full pair) inline drop-wire
connector for solid copper 1.3-0.9 mm (16-19AWG) cable.
4.4mm (0.173”) Maximum Insulation O.D.

Packing: 10pcs/bag, 100pcs/box, 1000pcs/cs.
Size: 45*28.5*22cm
G.W.: 10.5kg(23.4 lbs.)/cs.

Inline Connector
A sealed moisture-resistant four wire (1 full pair) inline drop-wire
connector for solid copper 0.9-0.5 mm (19-24AWG) cable.
4.4mm (0.173”) Maximum Insulation O.D.

Packing: 10pcs/bag, 50pcs/box, 500pcs/cs.
Size: 41*28.5*22cm
G.W.: 7.0kg(15.4 lbs.)/cs.

Inline Connector
A sealed moisture-resistant four wire (1 full pair) inline drop-wire
connector for solid copper 1.3-0.9 mm (16-19AWG) cable.
4.4mm (0.173”) Maximum Insulation O.D.

Packing: 10pcs/bag, 50pcs/box, 500pcs/cs.
Size: 41*28.5*22cm
G.W.: 7.0kg(15.4 lbs.)/cs.


