
DC Gear Motor

Reduction ratio 

Length  mm 

No-load speed    rpm

Rated speed      rpm

Rated torque      kg.cm

Max.momentary 
tolerance torque  kg.cm

Motor Technical Data

Gear Motor Dimensions  (mm)
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Motor model No

Gear Motor Technical Data

Gearbox with motor 

GM25-320CH-13330-XXXReduction ratio 

Length  mm 

No-load speed    rpm

Rated speed      rpm

Rated torque      kg.cm

Max.momentary 
tolerance torque  kg.cm

Gearbox with motor 

Reduction ratio 

Length  mm 

No-load speed    rpm

Rated speed      rpm

Rated torque      kg.cm

Max.momentary 
tolerance torque  kg.cm
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4.4
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7.2

32

16

Gearbox with motor:  GMP42-775PM-2460-XXX

GMP42-775PM-0648-XXX

GMP42-775PM-1246-XXX

Model:  GMP42-775PM

42 mm  plus 7 series dc motor and 42mm brushless  motor  planetary gearbox

Small size dc gear motor with low speed and big torque

42mm gear motor provide 10.0Nm torque and more reliable

Suitable to small diameter. Low noise and big torque application

Dc gear motors can match encoder,11ppr

Reduction ratio: 4、14、19、27、51、71、100、139、189、264、369、516、720

TRS-775PM-2460

TRS-775PM-0648

TRS-775PM-1246
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