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Suit For YAMAHA Engine,  Aluminum:

2HP Code

Material

Dia

Pitch

2.5HP Code

Material

Dia

Pitch

Aluminum Alloy 

07.1400.05.A

7 1/4

5

07.1400.06.BS

Aluminum Alloy 

7  1/4

6

4-6HP Code

Material

Dia

Pitch

4-6HP Code

Material

Dia

Pitch

7  1/2

8

Aluminum Alloy 

7  1/2

7

07.1400.07.BA

07.1400.08.BA

Aluminum Alloy 

Pitch
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9.9-15HP Code

Material

Dia

Pitch

9.9-15HP Code

Material

Dia

Pitch

9  1/4

8

Aluminum Alloy 

09.1400.09.J

09.1400.08.J

Aluminum Alloy 

9  1/4

9

9.9-15HP Code

Material

Dia

Pitch

9.9-15HP Code

Material

Dia

Pitch

9  1/4

Aluminum Alloy 

10

09.1400.10.J

09.1400.11.J

Aluminum Alloy 

9  1/4

11
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20-30HP Code

Material

Dia

Pitch

20-30HP

09.7800.10.F

Aluminum Alloy 

9  7/8

10  1/2

20-30HP Code

Material

Dia

Pitch

20-30HP Code

Material

Dia

Pitch

Aluminum Alloy 

9  7/8

12

09.7800.13.F

09.7800.12.F

Aluminum Alloy 

9  7/8

13
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40-50HP Code

Material

Dia

Pitch

40-50HP Code

Material

Aluminum Alloy 

11  1/8

13

11.3800.12.G

11.1800.13.G

Aluminum Alloy 

Dia

Pitch

40-50HP Code

Material

Dia

Pitch

Aluminum Alloy 

11  5/8

11

11  3/8

12

11.5800.11.G
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60-85HP Code

Material

Dia

Pitch

85-115HP Code

Material

Dia

Pitch

13.1200.15.K

Aluminum Alloy 

13  1/4

17

Aluminum Alloy 

13  1/2

15

13.1400.17.K

85-115HP Code

Material

Dia

Pitch

150-250HP Code

Material

Dia

Pitch

13.0000.19.K

14.0000.19.M

Aluminum Alloy 

14

19

Aluminum Alloy 

13

19
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Suit For YAMAHA Engine,  Stainless Steel:

9.9-15HP Code

Material

Dia

Pitch

   09.1400.10.J

Stainless Steel

9   1/4

10

20-30HP Code

Material

Dia

Pitch

Stainless Steel

9   7/8

12

09.7800.12.F

Page 9 Stainless



40-50HP Code

Material

Dia

Pitch

40-50HP Code

Material

11.1800.14.F

Stainless Steel

11.1800.13.F

Stainless Steel

11   1/8

13

Dia

Pitch

60-85HP Code

Material

Dia

Pitch

Stainless Steel

13   1/2

15

11   1/8

14

13.1200.15.K
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85-115HP Code

Material

Dia

Pitch

85-115HP Code

Material

Dia

Stainless Steel

13    3/4

13.0000.17.K

Stainless Steel

13

17

13.3400.15.K

Dia

Pitch

85-115HP Code

Material

Dia

Pitch

13    3/4

15

13.0000.19.K

Stainless Steel

13

19
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150-250HP Code

Material

Dia

Pitch

150-250HP Code

Material

Stainless Steel

13   3/4

17

13.3400.19.M

Stainless Steel

13.3400.17.M2

Dia

Pitch

150-250HP Code

Material

Dia

Pitch

Stainless Steel

14   1/2

19

13   3/4

19

14.1200.19.T
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Suit For MERCURY Engine,  Aluminum:

5-6HP Code

Material

Dia

Pitch

9.8-15HP Code

07.4500.08

Aluminum Alloy 

7  4/5

8

08.1200.099.8-15HP Code

Material

Dia

Pitch

18HP Code

Material

Dia

Pitch 9

08.1200.09

Aluminum Alloy 

8  1/2

9

09.1400.09

Aluminum Alloy 

9  1/4
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20-30HP Code

Material

Dia

Pitch

40-55HP Code

09.9100.13

Aluminum Alloy 

9.9

13

11.1700.13

Material

Dia

Pitch

40-50HP Code

Material

Dia

Pitch

Aluminum Alloy 

11.15

13

11.2300.11

Aluminum Alloy 

11.65

11
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60-75HP Code

Material

Dia

Pitch

60-90HP Code

13.1400.15

Aluminum Alloy 

13   1/4

15

13.3400.17

Material

Dia

Pitch

130-250HP Code

Material

Dia

Pitch

Aluminum Alloy 

13   3/4

17

14.1200.19

Aluminum Alloy 

14    1/2

19
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Suit For MERCURY Engine, Stainless Steel

40-55HP Code

Material

Dia

Pitch

40-50HP Code

11.1700.13

Stainless Steel

11.15

13

11.2300.11

Material

Dia

Pitch

60-75HP Code

Material

Dia

Pitch

Stainless Steel

11.65

11

13.1400.15

Stainless Steel

13   1/4

15
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60-90HP Code

Material

Dia

Pitch

13.3400.17

Stainless Steel

13   3/4

17

130-250HP Code

Material

Dia

Pitch

Stainless Steel

14   1/2

19

14.1200.19
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Suit For Suzuki Engine,  Aluminum:

6HP Code

Material

Dia

Pitch

15HP Code

Material

09.1400.08

Aluminum Alloy 

188.0000.135

Aluminum Alloy 

188

135

Dia

Pitch

15HP Code

Material

Dia

Pitch

9  1/4

8

09.1400.09

Aluminum Alloy 

9  1/4

9

Page 18 Aluminum



30HP Code

Material

Dia

Pitch

40HP Code

Material

10.1400.11

Aluminum Alloy 

10  1/4

11

11.1800.13

Aluminum Alloy 

Dia

Pitch

40HP Code

Material

Dia

Pitch

Aluminum Alloy 

11  5/8

11

11  1/8

13

11.5800.11
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Suit For TOHATSU Engine,  Aluminum:

5HP Code

Material

Dia

Pitch

9.9-15HP Code

Material

Dia

Pitch

07.4500.08

Aluminum Alloy 

7   4/5

8

08.1200.09

Aluminum Alloy 

8   1/2

9

18HP Code

Material

Dia

Pitch

20-30HP Code

Material

Dia

Aluminum Alloy 

9   1/4

9

09.0910.13

Aluminum Alloy 

9.9

09.1400.09

Pitch
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OEM and Custom Design

If you are looking for more props that suit for other brands such as HONGDA, other material such as plastic, or even

your own brand, we would be very happy to offer solutions.

Brand Engine Dia Pitch Blade Drawing Sample
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